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Congratulations on the purchase of your new STS™ Dual Stage Dry Vacuum System 
(Super Turbine Suction).  The STS is a dry vacuum pump that produces high-volume air 
flow with multiple users online. The STS is a medical dry vacuum pump which is designed 
for use in a dental facility. The CAS™ (Cyclonic Action Separator) tank will ensure that no 
liquids or foams enter the vacuum pump. The relief valve is easily accessible on the CAS.  
The patented vacuum relief valve maintains a constant uniform vacuum. The powerful 
permanent split capacitor motor, with a highly reliable contactor and powerful transformer 
can be depended upon to start every time.  Your STS vacuum system and CAS separator 
tank are easily installed and maintained.

This manual provides operation, installation, and maintenance instructions for the support of 
the STS Dual Stage Dry Vacuum System with or without a heat exchanger. Review and follow 
the guidelines included in this User Manual to ensure that the system provides the highest 
level of service. 
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The STS™ and CAS™ are warranted to be free from defects in material and workmanship from 
the date of installation for a period as follows

	 Standard Warranty: 3 years (36 months) on complete unit. 
	 Extended Warranty: 2 years (24 months) all pumps, motors and housings. 
	 Total 5-year Warranty on all pumps, motors and housings.

Any item returned to our factory through an authorized distributor, will be repaired or replaced at our 
option at no charge provided that our inspection shall indicate it to have been defective.  Dealer 
labor, shipping and handling charges are not covered by this warranty.
This warranty does not apply to damage due to shipping, misuse, careless handling or repairs 
by other than authorized service personnel. Warranty is void if equipment is installed or 
serviced by other than dealer service personnel authorized by Air Techniques. Air Techniques, 
Inc. is not liable for indirect or consequential damages or loss of any nature in connection with 
this equipment.
This warranty is in lieu of all other warranties expressed or implied. No representative or person 
is authorized to assume for us any liability in connection with the sale of our equipment.

Alerts users to important Operating 
and Maintenance instructions. Read 
carefully to avoid any problems.

Warns users that uninsulated voltage 
within the unit may be of sufficient 
magnitude to cause electric shock. 

Use of the STS not in conformance with the instructions specified in this manual may result 
in permanent failure of the unit.

WARNING:	 To prevent fire or electrical shock, do not expose this 
appliance to rain in or moisture.

	 All user serviceable items are described in the maintenance section.
Manufacturing date code on serial number label is in the format Month YYYY.

ATTENTION USERS:

Indicates the ON and OFF position for 
the Equipment power switch.

I   ON
O  OFF

Indicates protective Earth Ground for the 
Equipment power switch.

Warns users of hot surfaces. There is a danger 
of burns.  Work near these surfaces only after 
they have cooled down.

Indicates type B equipment in accordance 
with IEC 601-1

Quickly and easily register your new STS on-line. Just have your product model and serial 
numbers available. Then go to the Air Techniques web site, www.airtechniques.com, click 
the warranty registration link and complete the registration form. This on-line registration 
ensures a record for the warranty period and helps Air Techniques keep you informed of product 
updates and other valuable information.

MEDICAL ELECTRICAL EQUIPMENT

WITH RESPECT TO ELECTRICAL SHOCK, FIRE, MECHANICAL
AND OTHER SPECIFIED HAZARDS ONLY 

IN ACCORDANCE WITH UL-60601-1, CAN/CSA C22.2 NO.601.1 
66CA

CLASSIFIED

SAFETY INSTRUCTIONS

ON-LINE WARRANTY REGISTRATION

WARRANTY
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