IR equipped for life®
ﬁECH NIQUES

ProVecta 3D Prime/Prime Ceph

Preinstallation Checklist

This form is to be submitted a minimum of 2 weeks prior to
installation date to Air Techniques Technical Service.

Customer Contact Info:

Dentist:

Address:

City, State, Zip:

Email:

Cell/Office Number:

Practice Mgmt. Software: Version:

Air Technigues Imaging Version:
Software:

3@ Party Imaging Software: Version:

Dental IT Consultant:;

Address:

City, State, Zip:

Email:

Cell/Office Number:

*IT consultant is required to be onsite during installation.

Preferred Installation date*:

Preferred Install date:

Alternative Install Date:

* Preferred Installation date must be confirmed by Air Techniques Technical Service. Department.

ProVecta 3D PRIME CBCT Dealer:

Dental Company:

Sales Rep:

Address:

City, State, Zip:

Email;

Cell/Office Number:

Dental Tech Installer:

Email:

Cell/Office Number:
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ProVecta 3D Prime/Prime Ceph Pre-Install Check List:

Electrical Requirements:

Additional Backing Available at Site

e Are there wooden studs 16" on Center in preferred locatione If not.
o Is there additional backing installed? Ex. 2x12 Floor to Ceiling

o Willan external backer board be used?

¢ Note: Plywood backing is not recommended.
¢ Note: Internal backing should meet following requirements:

ProVecta 3D Prime wall force requirements:

ProV ecta 3D Prime

Default w/o Default with Wall not able Standard

underfloor
heating

underfloor
heating

to take load

with
additional
lower
wallbracket

Dedicated 220VAC (200-240VAC) and min.1é6-amp breaker available?
Has voltage been measured? Not to exceed 240VAC:
Hard-wired electrical connection box available to the unit?
110V for acquisition/reconstruction computer and monitore
Will the fiber optic cable (30ft) run through the Wall? (Drag line needed)
Will the remote cable (30ft) run through the Wall2 (Drag line needed)

Default wio
underfloor
heating

No

Yes No

ProV ecta 3D PimeCeph

Default with  Wall not able Standard

underfloor  to take load with

heating additional
lower
wallbracket

Weight in kg (Ibs)

Topwal bracket
Absorpiion of tensie
forces by the wall ot the
botiom wall brocket in N

Abscrpficn of fensie
ferces by the wall at the
bottom wall bracketin N

Botiom wal bracket
leptiondl)

Absorpiion of tensie
forces by the wall ot the
botiom wall bracket in N

Absorpiion of tensie
orces by each screwand
anchor at the botiom wa
bracketin N,

4 screws required

Screwed to the floor with
a botiom plote, 4 screws
required

Abscrpiion of tensie
forces by each screwand
ancheor at the botiom
platein N

Floor Stand [epiicnal:
arder no. A7B15) with
integrated bottom plais

240 (529)

180(397) (w Stand)

180 (3%7)

330

180 (397)

262(578)

22(445)  (y stang)

202 (445)

x X X

3200 2000

320
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ProVecta 3D Prime

ProVecta 3D Prime
X-Ray Dimensions
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+ A -
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P/N A7711, Rev. B October 2024



equipped for life®

IR
ECHNIQUES

ProVecta 3D Prime Ceph space requirements

)

A

—
4
v

ProVecta 3D Prime packaging sizes

A7750

Provecta 3D Prime

Carton Dimension: 90.5" (L) x 31.5 (W) x 52.5 (H)
Total Weight: 610 lbs.

Device Weight: 397 lbs.

A7850

Provecta 3D Prime Ceph

Carton Dimension: 90.5" (L) x 31.5 (W) x 52.5 (H)
Total Weight: 658 Ibs.

Device Weight: 445 lbs.

v L J h A A
Height Values Depth Width
79011 v a : -
LTin. 86.81in. 52.55 in. 27.551n.
Long bracket
(201 cm) (220 cm) 9 ore (134 cm) (70 cm)
B 65.58 in.

_ F 162 b d
47.921n. 55.16 in. (ezem 51 10im | so10in.
(121:(:'“) (140cm) (79 cm) (204 cm)
31.651n. All measurements provide minimum
(80 cm) clearance distances for operation of

IMPORTANT  the Rotating Unit.

A7804

Dell PC

Carton Dimension: 26.75" (L) x 11" (W) x 23.5" (H)
Total Weight: 42 Ibs.

P/N A7711, Rev. B October 2024



equipped for life®

IR
ECHNIQUES

Recommendations for Room Size

ProVecta 3D Prime - 60" Width x 62" Depth x 87" Height (short wall bracket)

24" from any front wall or obstruction to the sensor at idle position.
30" from any right-side wall or obstruction to the center of the unit.
30" from any left side wall or obstruction to the center of the unit. (Non-Ceph Unit)
6" from any left side wall or obstruction to the Ceph Sensor.

ProVecta 3D Prime Ceph - 88" Width x 66" Depth x 87" Height (long wall bracket (Standard))
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Insert Photo of wall preparation and/or the location where the unit will be installed.

Insert additional notes on the space here:
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Reconstruction PC

Air Techniques highly recommends the 3D Prime preconfigured DELL Reconstruction Server for a
hassle-free installation. Included is a 39 Month Next Day Dell Service Warranty!

Dell Precision 3660*

Intel Core i7 13700

2x8GB RAM

1TB SSD Hard Drive

NVidia A2000 4GB (DisplayPort Output)
Windows 11 Pro

* Hardware specification is subject to change w/o notice.

Alternative solutions must be approved by Air Techniques

Reconstruction servers are sold as part of the 3D bundle package.
part numbers

ProVecta 3D Prime .....cccccceeeeennnnneee. A7720
ProVecta 3D Prime Advanced (w/SICAT) A7721
ProVecta 3D Prime Ceph ................ A7820

ProVecta 3D Prime Ceph Advanced (w/SICAT) A7821

Monitor Specifications

Monitor Sold Separately

Minimum resolution 1920 x 1280(1080P)
DisplayPort Connection Recommended

DisplayPort cable DisplayPort Monitor & Video
connector Card

If monitor only has HDMI, an adapter is
needed to covert display port on the
Video card to HDMI.
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VisionX Workstation PC Requirements for 3D viewing.

Valid from version 3.0.30, order number: E7300

CPU:
RAM:

Operating systems:

Hard disk:

Data backup:
Installation media:
Interface:

Graphics card:

Diagnostic monitor:
Notes:

= Intel Core i3

= 4GB

For automatic nerve canal proposal: = 8 GB

Operating system 64-bit:

Microsoft Windows 10 (Pro or higher)

Microsoft Windows 11 (Pro or higher)

Microsoft Windows Server 2019

Microsoft Windows Server 2022

Workstation (without database) = 50 GB

The database memory requirements depend on the number of images taken at the surgery in question.
(Camera image: approx. 1 MB, X-ray image: approx. 2 MB — 10 MB, CBCT: 200 — 300 MB)

Daily data back-up
Download
Ethernet = 100 Mbit/s

Internet connection (for VisionX Cloud, installation of demo patient and installation support tools)
Valid email address (for VisionX Cloud only)

Resolution = 1280 x 1024

Depth of color 32-bit, 16.7 million colors

For viewing 3D X-ray images: NVIDIA GeForce = 1 GB with OpenGL 3.0

For automatic nerve canal proposal: NVIDIA GeForce = 4 GB with OpenGL 3.0

For acquiring 3D X-ray images see requirements of the X-ray units (ProVecta 3D Prime)

In accordance with DIN 6868-157, room category 5 or 6 (depending on the requirements)

Data migration is possible from an existing DBSWIN installation in VisionX from DBSWIN 5.11 or higher.

Practice Computer/Network Information:

IT consultant is required to be onsite during installation.

e Is the office interested in a Practice Management Bridge if available?

e Is the office interested in capturing 2D images into 3@ party software?
If, YES, note Software:

e Wil the Acquisition PC be connected to a Domain Network?2

e Isthere alive 1 Gbit Ethernet connection at Acquisition PC Location?

e Isthe office network using a Gigabit Ethernet Switch?e

e |IsP/C for Acquisition/ Reconstruction ordered? Date:

e Will the IT Consultant install 3@ Party Internet Security Software?

e Is the operating system password protected?

e Can the IT Consultant Pre-Install Imaging software?

¢ How many workstations PC does the dental office have:

e  What Windows Operation System is being used:

Yes

No
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Install Questions:
Please note: The installation and Training process will take 2 days. Depending on the
required prework (removal old X-Ray device, IT setup, etc.) this fime may be shorter.

o Will an existing X-ray device be removed prior to the installation date?
e Wil the Dental Office be closed on the day of the installation?
e Is Reconstruction PC located within fiber optic cable length*2 (30 feet)

* Different Fiber Optical cable length are available:
e 30feet (10m) A7783 *standard scope of delivery
e 15feet (5m) A7757 *optional
e 640 feet (20m) A7758 *optional

Yes

No

Additional Notes:

Confirmation

| hereby confirm that | have read and understood the  [Check box here
information in the Pre-Install Checklist

Name / Signature Name entered here

Submit form to: techservice@airtechnigues.com

This form is to be submitted a minimum of 2 weeks prior to installation date to Air Techniques Technical

Service.

www.dairtechniques.com

Corporate Headquarters | 1295 Walt Whitman Road | Melville, NY 11747-3062 | Phone 800.247.8324 | Fax 888.247.8481
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